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LAMP PHOTOMETRIC REPORT

MODEL: 92EL051240/WHBK

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 809.42 1m /4180
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AVERAGE BEAM ANGLE (50%) :32.8 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1637 1599 1559 1496 1434 1455 1557 1664 0- 10 168.6 168.6 20.8
20 797.7 758.8 739.2 740.4 711.8 708.5 747.2 811.6 10- 20 311.5 480.1 59.3
30 305.1 291.8 269.0 273.7 272.3 281.5 294.8 315.5 20- 30 220.7 700.8 86.6
40 51.06 46.91 36.85 38.57 42.22 46.71 48.44 53.36 30— 40 87.14 788.0 97.3
50 10.77 9.986 8.666 9.263 9.840 9.366 9.257 10.08 40- 50 15.78 803.7 99.3
60 2.710 2.501 2.179 2.286 2.486 2.282 2.320 2.797 50- 60 5.106 808.8 99.9
70 0.0870 0.0681 0.0544 0.0640 0.0299 0.0354 0.0599 0.0354 60— 70| 0.5455 809.4 100
80 0.0190 0.0068 0 0.0068 0.0109 0.0163 0.0218 0.0150 70- 80| 0.0272 809.4 100
90 0 0 0 0 0.0109 0.0109 0.0109 0.0082 80- 90| 0.0075 809.4 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL051240/WHBK

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005
5 1954 | 1952 | 1945 | 1940 | 1930 | 1924 | 1912 | 1904 | 1890 | 1878 | 1863 | 1854 | 1840 | 1831 | 1816 | 1790 | 1793 | 1789 | 1788
10 1637 | 1636 | 1621 | 1616 | 1600 | 1597 | 1580 | 1574 | 1558 | 1559 | 1543 | 1536 | 1518 | 1508 | 1485 | 1473 | 1450 | 1441 | 1434
15 1196 | 1192 | 1177 | 1174 | 1158 | 1156 | 1141 | 1142 | 1131 | 1134 | 1125 | 1127 | 1117 | 1115 | 1100 | 1089 | 1070 | 1060 | 1055
20 798 | 779 | 770 | 768 | 761 | 757 | 748 | 745 | 739 | 739 | 739 | 742 | 742 | 743 | 738 | 732 | 723 | 716 | 712
25 488 | 486 | 484 | 483 | 477 | 472 | 465 | 459 | 453 | 453 | 453 | 458 | 460 | 463 | 462 | 461 | 456 | 453 | 454
30 305 | 304 | 302 | 301 | 294 | 289 | 282 | 277 | 271 | 269 | 268 | 272 | 273 | 274 | 273 | 273 | 272 | 271 | 272
35 137 | 138 | 138 | 137 | 130 | 125 | 119 | 117 | 113 | 112 | 111 | 113 | 114 | 116 | 116 | 117 | 116 | 117 | 117
40 51.1 | 51.1|50.8|50.1|48.2|45.6 | 42.3|40.1|37.9| 36.8|36.9|37.9|37.8|38.6|38.6|39.8|40.9|41.9]42.2
45 18.8 | 18.9|19.1|19.2 | 18.7|17.9|17.0| 16.5|15.8 | 15.7 | 16.0 | 16.6 | 16.6 | 16.6 | 16.7 | 17.0 | 17.0 | 17.0 | 16.6
50 10.8 | 10.7 | 10.5 | 10.5 | 10.1 | 9.84 | 9.41 | 9.16 | 8.75 | 8.67 | 8.78 | 9.09 | 9.21 | 9.22 | 9.30 | 9.52 | 9.63 [10.00| 9.84
55 6.55| 6.41 | 6.07 | 6.02 | 5.80 | 5.65 | 5.45 | 5.30 | 4.98 | 4.95 | 4.96 | 5.11 | 5.23 | 5.26 | 5.29 | 5.43 | 5.55 | 5.93 | 5.88
60 2.71|2.63|2.45|2.46 | 2.51 | 2.50 | 2.46 | 2.40 | 2.21 | 2.18 | 2.15 | 2.25 | 2.35 | 2.32 | 2.26 | 2.33 | 2.29 | 2.49 | 2.49
65 0.20 | 0.18|0.19|0.16 | 0.17 | 0.14 | 0.16 | 0.13 | 0.16 | 0.14 | 0.17 | 0.14 | 0.17 | 0.14 | 0.16 | 0.14 | 0.18 | 0.16 | 0.11
70 0.09|0.07|0.09|0.05|0.08|0.05|0.08|0.06|0.08|0.05|0.08|0.05/|0.07|0.05|0.08|0.05/|0.08|0.06|0.03
75 0.04|0.02|0.04|0.01|0.04|0.02|0.04|0.01|0.04|0.02|0.04|0.01|0.04|0.01|0.03|0.01|0.03|0.01]0.01
80 0.02 | 0.00|0.01|0.00|0.01|0.00|0.02|0.00|0.02|0.00|0.01|0.00|0.02|0.00/|0.01|0.00/0.01|0.00]0.01
85 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.01|0.00|0.01|0.00/|0.00|0.00/|0.00|0.00/0.00|0.00]0.01
90 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00|0.00]0.01
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:08 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL051240/WHBK
POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005 | 2005
5 1781 | 1789 | 1792 | 1787 | 1816 | 1836 | 1850 | 1871 | 1887 | 1908 | 1922 | 1937 | 1942 | 1950 | 1952 | 1956 | 1955
10 1426 | 1432 | 1432 | 1449 | 1460 | 1488 | 1506 | 1535 | 1557 | 1592 | 1617 | 1648 | 1657 | 1671 | 1666 | 1663 | 1645
15 1046 | 1051 | 1047 | 1055 | 1058 | 1079 | 1091 | 1116 | 1135 | 1165 | 1183 | 1209 | 1219 | 1234 | 1229 | 1228 | 1210
20 707 | 705 | 703 | 707 | 710 | 719 | 726 | 739 | 747 | 766 | 779 | 797 | 815 | 808 | 818 | 802 | 804
25 453 | 454 | 454 | 456 | 457 | 462 | 466 | 473 | 477 | 486 | 493 | 502 | 502 | 504 | 502 | 499 | 491
30 273 | 277 | 278 | 281 | 282 | 285 | 285 | 289 | 295 | 302 | 306 | 311 | 314 | 317 | 314 | 314 | 308
35 119 | 123 | 124 | 127 | 126 | 127 | 127 | 131 | 135 | 139 | 139 | 143 | 145 | 149 | 147 | 145 | 139
40 43.0 | 44.3 | 45.4 | 46.7 | 46.7 | 46.9 | 47.0 | 47.8 | 48.4 | 49.8 | 50.3 | 51.3 | 52.6 | 54.1 | 54.8 | 54.4 | 52.5
45 16.7 | 16.7 | 16.9 | 17.1 | 17.0 | 16.8 | 16.7 | 16.7 | 16.9 | 17.3 | 17.3 | 17.6 | 17.9 | 18.4 | 18.9 | 19.2 | 18.9
50 9.78 | 9.53 | 9.48 | 9.43 | 9.30 | 9.22 | 9.23 | 9.15 | 9.26 | 9.48 | 9.61 | 9.82 | 9.96 | 10.2 | 10.4 | 10.6 | 10.6
55 5.77 | 5.48 | 5.42 | 5.33 | 5.29 | 5.24 | 5.27 | 5.18 | 5.28 | 5.50 | 5.71 | 5.85 | 5.92 | 6.00 | 6.15 | 6.27 | 6.35
60 2.41 | 2.25|2.29|2.27 | 2.29 |2.33|2.38|2.26|2.32|2.51|2.74|2.83|2.81|2.78|2.73|2.57|2.56
65 0.13]0.10 | 0.13 | 0.11 | 0.14 | 0.11 | 0.14 | 0.13 | 0.17 | 0.14 | 0.16 | 0.13 [ 0.15 | 0.11 | 0.13 | 0.10 | 0.13
70 0.05|0.02|0.05|0.02|0.05|0.03|0.05|0.03|0.06|0.03|0.05|0.02|0.05|0.02|0.04|0.02]0.05
75 0.04 | 0.01|0.03|0.01|0.03|0.01|0.04|0.01|0.04|0.01|0.03|0.01|0.03|0.01|0.02|0.01]0.02
80 0.02 | 0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.02|0.01|0.02|0.010.02|0.01|0.02|0.01]0.02
85 0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.02|0.01|0.01{0.010.01|0.01|0.01|0.01]0.01
90 0.01|0.01|0.01{0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.01{0.01|0.01|0.01|0.01|0.01]0.01
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 December 2022 Remarks:




