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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62282030/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):75.6 DEG
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TOTAL FLUX: 1955.2 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1205 1203 1203 1204 1207 1209 1209 1208 117.3 117.3 6

1077 1072 1070 1072 1079 1084 1084 1082 323.5 440.8 22.5

885.9 877.0 871.4 874.0 884.4 893.3 896.4 894.2 454.9 895.6 45.8

548.2 538.3 533.9 538.8 551.8 561.7 563.9 559.3 448.8 1344 68.8

261.5 252.7 248.7 251.8 261.4 270.1 272.7 270.2 303.7 1648 84.3

121.1 117.4 114.2 115.6 119.6 123.7 125.1 124.8 159.3 1807 92.4

68.65 63.90 59.89 64.05 68.11 69.24 67.46 69.62 92.24 1900 97.2

26.17 21.62 18.64 22.21 25.01 24.87 22.74 25.18 46.09 1946 99.5

0.4589 0.4515 0.4410 0.4578 0.4127 0.4025 0.3920 0.4019 9.505 1955 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62282030/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1251

5 1239

10 1205

15 1150

20 1077

25 991

30 886

35 723

40 548

45 390

50 261

55 173

60 121

65 94.7

70 68.7

75 45.8

80 26.2

85 9.65

90 0.46

10

1251

1239

1205

1150

1076

990

885

721

547

388

260

172

121

94.5

68.2

45.3

26.1

10.2

0.46

20

1251

1238

1204

1149

1074

988

881

718

543

385

257

170

119

93.2

67.2

44.1

24.8

8.93

0.48

30

1251

1238

1204

1148

1074

987

880

716

542

383

256

169

119

92.8

66.1

42.9

23.6

7.67

0.47

40

1251

1238

1204

1147

1072

986

878

713

539

381

253

167

118

91.1

64.6

41.4

22.2

6.42

0.45

50

1251

1238

1203

1147

1072

985

876

712

538

380

252

166

117

90.2

63.2

40.1

21.0

5.48

0.45

60

1251

1238

1203

1146

1071

984

874

710

535

377

250

164

116

88.4

61.7

38.8

19.9

4.58

0.45

70

1251

1238

1203

1146

1070

984

873

709

535

377

250

168

115

87.8

60.8

37.9

19.2

4.05

0.45

80

1251

1238

1203

1146

1070

983

871

707

533

375

248

162

114

86.7

60.0

37.3

18.6

3.63

0.44

90

1251

1238

1203

1146

1070

983

871

708

534

376

249

167

114

86.7

59.9

37.3

18.6

3.65

0.44

100

1251

1238

1203

1146

1070

983

871

707

533

375

248

162

114

86.7

60.1

37.5

18.8

3.77

0.44

110

1251

1238

1203

1146

1071

983

872

709

535

377

249

167

114

87.6

61.0

38.3

19.6

4.34

0.44

120

1251

1238

1203

1147

1071

984

872

709

536

377

249

162

114

88.2

62.0

39.3

20.4

5.03

0.45

130

1251

1239

1204

1148

1072

985

874

711

538

380

251

168

116

89.6

63.5

40.6

21.6

6.03

0.45

140

1251

1239

1204

1148

1073

986

874

712

539

381

252

164

116

90.2

64.6

41.8

22.8

7.07

0.47

150

1251

1239

1205

1150

1074

988

877

716

543

384

255

171

117

91.6

66.0

43.2

24.1

8.36

0.47

160

1251

1239

1205

1150

1075

989

878

717

544

385

256

167

117

91.9

66.8

44.2

25.2

9.54

0.48

170

1251

1240

1206

1151

1077

991

881

721

548

389

259

169

119

93.2

67.5

45.1

26.2

10.7

0.47

180

1251

1240

1207

1152

1079

993

884

725

552

392

261

171

120

93.9

68.1

45.6

25.0

9.16

0.41

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62282030/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1251

5 1240

10 1207

15 1153

20 1080

25 994

30 886

35 727

40 554

45 394

50 263

55 172

60 120

65 94.3

70 68.7

75 46.0

80 23.9

85 7.82

90 0.41

200

1251

1240

1208

1155

1082

996

889

730

557

397

266

174

122

95.7

69.5

46.1

24.5

7.70

0.41

210

1251

1241

1208

1155

1082

996

891

732

559

398

267

175

122

95.9

69.4

45.7

25.7

9.14

0.42

220

1251

1241

1209

1156

1084

998

893

735

562

401

270

177

124

96.9

69.5

45.4

25.3

8.71

0.40

230

1251

1241

1209

1156

1084

998

893

735

562

402

270

178

124

96.4

69.0

44.7

24.4

7.89

0.40

240

1251

1241

1210

1157

1085

1000

895

737

564

404

272

180

125

97.0

68.6

44.1

23.8

7.30

0.39

250

1251

1241

1209

1157

1085

1000

895

736

563

403

272

180

124

96.2

67.9

43.4

23.2

6.73

0.40

260

1251

1241

1210

1157

1085

1000

897

738

565

405

273

181

125

96.6

67.7

43.2

22.9

6.48

0.39

270

1251

1241

1209

1157

1084

1000

896

737

564

404

273

181

125

96.0

67.5

43.0

22.7

6.34

0.39

280

1251

1241

1209

1157

1085

1000

897

737

564

405

273

181

126

96.7

67.8

43.3

23.0

6.56

0.39

290

1251

1241

1209

1156

1084

999

896

736

562

403

272

180

125

96.5

68.2

43.6

23.4

6.91

0.39

300

1251

1241

1209

1155

1083

999

896

736

562

403

272

180

126

97.4

68.9

44.4

24.1

7.57

0.39

310

1251

1240

1208

1154

1082

997

895

734

560

401

271

179

125

96.9

69.4

45.0

24.8

8.23

0.40

320

1251

1240

1208

1154

1082

996

894

733

559

400

270

179

125

97.5

69.9

45.7

25.6

9.03

0.40

330

1251

1240

1207

1153

1080

995

892

730

556

397

268

177

124

96.6

70.0

46.1

25.9

8.64

0.41

340

1251

1240

1207

1153

1080

994

891

729

555

396

267

177

123

96.6

69.9

46.5

25.1

7.44

0.41

350

1251

1240

1206

1151

1078

992

889

726

552

393

264

175

122

95.3

69.2

46.3

25.0

7.97

0.41

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:06 December 2022 Remarks:


