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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62284240/WH

POWER: 42W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 4199.8 1m ~/+180

-150 150

-120 120

20

©30/210,74.2
—60/240,74.2
©90/270,74.2

AVERAGE BEAM ANGLE (50%) :74.2 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2552 2546 2547 2552 2561 2563 2563 2557 0- 10 248.0 248.0 5.91
20 2309 2301 2301 2308 2322 2328 2329 2321 10- 20 689.4 937.4 22.3
30 1794 1774 1766 1768 1791 1812 1822 1815 20- 30 958.6 1896 45.1
40 1135 1119 1111 1115 1135 1152 1160 1155 30— 40 909.7 2806 66.8
50 596.5 583.3 577.2 579.9 592.9 606.5 613.8 610.4 40- 50 653.3 3459 82.4
60 287.6 280.4 276.4 278.2 284.8 290.6 292.9 293.7 50- 60 374.1 3833 91.3
70 166.7 162.1 157.2 162.4 167.6 168.1 165.1 167.9 60— 70 220.0 4053 96.5
80 67.28 63.13 58.85 63.97 67.26 64.50 63.01 63.82 70- 80 118.1 4171 99.3
90 1.172 1.159 1.128 1.169 1.044 1.043 1.016 1.032 80- 90 28.75 4200 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62284240/WH

POWER: 42W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641
5 2618 | 2616 | 2616 | 2616 | 2615 | 2615 | 2615 | 2614 | 2616 | 2616 | 2614 | 2617 | 2618 | 2618 | 2619 | 2620 | 2621 | 2621 | 2624
10 2552 | 2550 | 2548 | 2548 | 2546 | 2546 | 2546 | 2546 | 2546 | 2547 | 2548 | 2550 | 2550 | 2552 | 2553 | 2554 | 2556 | 2558 | 2561
15 2445 | 2442 | 2441 | 2440 | 2438 | 2438 | 2438 | 2438 | 2438 | 2439 | 2439 | 2441 | 2443 | 2445 | 2445 | 2449 | 2451 | 2452 | 2457
20 2309 | 2308 | 2303 | 2304 | 2301 | 2301 | 2299 | 2300 | 2300 | 2301 | 2301 | 2303 | 2305 | 2307 | 2308 | 2313 | 2314 | 2316 | 2322
25 2107 | 2103 | 2095 | 2094 | 2088 | 2087 | 2081 | 2082 | 2079 | 2080 | 2077 | 2081 | 2081 | 2085 | 2086 | 2092 | 2094 | 2100 | 2108
30 1794 | 1790 | 1783 | 1783 | 1773 | 1774 | 1767 | 1769 | 1763 | 1766 | 1760 | 1766 | 1763 | 1770 | 1767 | 1776 | 1776 | 1785 | 1791
35 1460 | 1459 | 1449 | 1450 | 1440 | 1441 | 1433 | 1435 | 1429 | 1433 | 1427 | 1433 | 1429 | 1437 | 1434 | 1443 | 1442 | 1452 | 1458
40 1135 | 1136 | 1127 | 1127 | 1118 | 1119 | 1112 | 1113 | 1108 | 1111 | 1107 | 1112 | 1109 | 1116 | 1113 | 1122 | 1121 | 1129 | 1135
45 842 | 842 | 834 | 835 | 827 | 829 | 822 | 824 | 818 | 821 | 817 | 822 | 819 | 825 | 823 | 830 | 829 | 836 | 841
50 596 | 594 | 589 | 588 | 584 | 583 | 580 | 579 | 577 | 577 | 576 | 577 | 577 | 580 | 580 | 584 | 585 | 589 | 593
55 409 | 407 | 404 | 403 | 400 | 399 | 396 | 396 | 394 | 394 | 393 | 394 | 394 | 396 | 396 | 399 | 400 | 403 | 406
60 288 | 287 | 284 | 283 | 281 | 280 | 278 | 277 | 276 | 276 | 276 | 277 | 277 | 278 | 278 | 280 | 281 | 283 | 285
65 224 | 224 | 222 | 222 | 220 | 219 | 217 | 217 | 216 | 216 | 216 | 217 | 217 | 218 | 219 | 220 | 221 | 222 | 223
70 167 | 167 | 165 | 165 | 162 | 162 | 159 | 158 | 157 | 157 | 157 | 159 | 159 | 162 | 163 | 165 | 165 | 167 | 168
75 114 | 114 | 112 | 111 | 109 | 108 | 106 | 105 | 104 | 104 | 104 | 105 | 106 | 109 | 110 | 112 | 113 | 114 | 115
80 67.3 | 68.1 | 67.0|65.8|63.9|62.4|60.7|59.7|58.8(58.9|59.0|60.1|61.3|63.2|64.8|66.7|67.8|68.5|67.3
85 27.7129.0|28.3|26.8|24.8|23.3(21.8|21.0(20.1|20.2(20.3|21.4|22.4|24.2|25.7|27.8|28.9|29.6]27.3
90 1.17|1.17|1.21|1.21|1.17|1.15|1.13|1.13|1.13|1.13|1.13|1.13|1.14|1.15|1.19|1.21 |1.19|1.17 [1.04
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:06 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62284240/WH

POWER: 42W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641 | 2641
5 2623 | 2624 | 2624 | 2623 | 2624 | 2624 | 2624 | 2625 | 2624 | 2623 | 2622 | 2622 | 2622 | 2620 | 2620 | 2619 | 2618
10 2561 | 2562 | 2562 | 2563 | 2562 | 2563 | 2563 | 2564 | 2563 | 2562 | 2560 | 2560 | 2557 | 2556 | 2555 | 2554 | 2552
15 2456 | 2460 | 2460 | 2462 | 2461 | 2462 | 2462 | 2463 | 2461 | 2461 | 2459 | 2458 | 2455 | 2453 | 2450 | 2450 | 2446
20 2321 | 2325 | 2326 | 2328 | 2328 | 2329 | 2329 | 2330 | 2329 | 2329 | 2325 | 2325 | 2322 | 2320 | 2316 | 2315 | 2311
25 2110 | 2117 | 2119 | 2125 | 2126 | 2131 | 2131 | 2135 | 2133 | 2134 | 2132 | 2132 | 2126 | 2125 | 2121 | 2119 | 2111
30 1793 | 1801 | 1805 | 1811 | 1813 | 1822 | 1820 | 1826 | 1822 | 1826 | 1821 | 1824 | 1817 | 1814 | 1809 | 1807 | 1800
35 1458 | 1468 | 1468 | 1478 | 1477 | 1486 | 1483 | 1490 | 1486 | 1490 | 1484 | 1488 | 1479 | 1482 | 1473 | 1475 | 1464
40 1134 | 1144 | 1143 | 1153 | 1152 | 1161 | 1158 | 1165 | 1160 | 1165 | 1158 | 1162 | 1154 | 1156 | 1148 | 1150 | 1140
45 840 | 848 | 848 | 857 | 856 | 863 | 861 | 867 | 863 | 867 | 862 | 866 | 859 | 860 | 853 | 854 | 846
50 595 | 599 | 601 | 606 | 607 | 611 | 611 | 614 | 614 | 615 | 614 | 614 | 611 | 610 | 606 | 605 | 600
55 407 | 410 | 412 | 415 | 416 | 418 | 419 | 421 | 421 | 422 | 421 | 421 | 419 | 418 | 416 | 415 | 411
60 286 | 288 | 289 | 290 | 291 | 292 | 292 | 293 | 293 | 294 | 294 | 295 | 294 | 294 | 292 | 292 | 289
65 224 | 225 | 226 | 226 | 226 | 226 | 226 | 226 | 225 | 226 | 226 | 227 | 227 | 227 | 227 | 226 | 225
70 168 | 169 | 168 | 169 | 168 | 167 | 166 | 166 | 165 | 166 | 166 | 167 | 168 | 168 | 168 | 169 | 167
75 114 | 114 | 113 | 113 | 112 | 112 | 111 | 111 | 110 | 111 | 111 | 112 | 112 | 113 | 113 | 114 | 114
80 65.4 | 63.1|62.9|64.5|64.5|63.9|63.3|63.4|63.0|63.4|63.2|63.9|64.4|63.2|62.0|63.3]|65.5
85 24.6 | 21.6|21.3|23.5|24.3|23.6(22.9|23.7|23.3[23.3|22.9(23.8(24.3|21.6/20.9|22.3]25.7
90 1.05|1.07|1.09|1.06 |1.03|1.01|1.01|1.01|1.02|1.01{1.02|1.01|1.02|1.04|1.09|1.08|1.06
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 December 2022 Remarks:




